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UNR	
  data	
  
LOS	
  330	
  shot	
  array	
  
	
  

shot	
   source	
   target	
   aperture	
   filtering	
   Diagnos6cs	
  

z2872	
   z-­‐pinch	
   none	
   none	
   typical	
   TREX	
  a	
  &	
  b,	
  KAP	
  
crystal	
  

z2873	
   z-­‐pinch	
   none	
   none	
   typical+3.3µm	
  
kimfol	
  

TREX	
  a	
  &	
  b,	
  KAP	
  
crystal	
  

z2874	
   z-­‐pinch	
  	
   none	
   5x5mm	
  limiVng	
  
aperture	
  

typical	
   TREX	
  a	
  &	
  b,	
  KAP	
  
crystal	
  

shot	
   source	
   target	
   can	
  aperture	
   limi6ng	
  
aperture	
  

Diagnos6cs	
  

z2870	
   z-­‐pinch	
   none	
   none	
   3x3mm	
  limiVng	
  
aperture	
  

TIXTL	
  L	
  &	
  R,	
  KAP	
  
crystal	
  

z2871	
   z-­‐pinch	
   NaF	
  foil	
  (see	
  
slide	
  6)	
  

stainless	
  steel	
  
(see	
  slide	
  5)	
  

3x3mm	
  limiVng	
  
aperture	
  

TIXTL	
  L	
  &	
  R,	
  KAP	
  
crystal	
  

z2872	
   z-­‐pinch	
  	
   none	
   stainless	
  steel	
  
(see	
  slide	
  5)	
  

3x3mm	
  limiVng	
  
aperture	
  

TIXTL	
  L	
  &	
  R,	
  KAP	
  
crystal	
  

WVU	
  data	
  
LOS	
  130	
  shot	
  array	
  



LOS	
  130	
  

A0499	
  Anode	
  overview	
  

LOS	
  330	
  

NaF	
  foil	
  locaVon	
  

limiVng	
  aperture	
  



LOS	
  130,	
  12o	
  LOS	
  view	
  

can	
  aperture	
  

foil	
  locaVon	
  



LOS	
  130	
  -­‐	
  Can	
  aperture	
  drawings	
  

larger	
  
limiVng	
  
aperture	
  
plate	
  
	
  

new	
  limiVng	
  
aperture	
  plate	
  
(3mm	
  x	
  3mm	
  
opening)	
  
	
  

Note	
  outline	
  of	
  
Foam	
  cylinder	
  
	
  



LOS	
  130,	
  3-­‐layered	
  
NaF	
  foil	
  specifica6ons	
  

CH	
  

CH	
  

Thicknesses	
  
2	
  µm	
  

2	
  µm	
  
NaF	
   0.2	
  µm	
  

Pinch	
  axis	
  

4.4cm	
  pinch	
  to	
  foil	
  distance	
  

Manufacturer	
  K-­‐Tech	
  characteriza3on	
  sheet	
  

CH	
  layers	
  are	
  used	
  for	
  tamping	
  



TREX6b	
  

TREX6a	
  

UNR	
  

Null	
  –	
  test,	
  instrument	
  aligned	
  to	
  the	
  z-­‐pinch	
  
z2872	
  

Null	
  –	
  test,	
  instrument	
  aligned	
  to	
  the	
  z-­‐pinch	
  



TREX6b	
  

TREX6a	
  
same	
  as	
  z2872	
  with	
  extra	
  3.3µm	
  kimfol	
  

UNR	
  
z2873	
  

Null	
  –	
  test,	
  instrument	
  aligned	
  to	
  the	
  z-­‐pinch	
  

Null	
  –	
  test,	
  instrument	
  aligned	
  to	
  the	
  z-­‐pinch	
  



TREX6b	
  

TREX6a	
  
z2874	
  
UNR	
  

Null	
  –	
  test,	
  instrument	
  aligned	
  to	
  the	
  z-­‐pinch	
  

Null	
  –	
  test,	
  instrument	
  aligned	
  to	
  the	
  z-­‐pinch	
  



WVU	
  
z2870	
  

T13AL	
  
Null	
  -­‐	
  test	
  

T13AR	
  data	
  was	
  compromised	
  due	
  to	
  shot-­‐generated	
  debris	
  

Null	
  –	
  test,	
  instrument	
  aligned	
  to	
  the	
  z-­‐pinch	
  



WVU	
   z2871	
  added	
  a	
  SS	
  limiVng	
  aperture	
  next	
  to	
  the	
  return	
  current	
  can,	
  target	
  is	
  NaF	
  foil	
  
(see	
  slides	
  5	
  &	
  6)	
  	
  

T13AR	
  

T13AL	
  

stainless	
  steel	
  absorpVon	
  lines	
  



WVU	
  
z2872	
  

T13AR	
  

T13AL	
  data	
  was	
  compromised	
  due	
  to	
  debris	
  

SS	
  limiVng	
  aperture	
  next	
  to	
  the	
  return	
  current	
  can	
  (see	
  slide	
  5),	
  no	
  foil	
  target	
  


